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bauhaus
ARCHITEC TUR AL ALUMINIUM

Bauhaus 
Doors, Windows  
and Screens 



INTERNAL DOORS, FIXED SCREENS  
AND ROOM DIVIDERS  
Standard Specification
■ Black matt powder coated aluminium

■ Slim aluminium sightlines

■ Roller ball door catch with fixed handle

■ 8mm toughened single glazing 

■ Suitable for residential and light commercial

■ Discreet door stop to the top of all opening doors

■ Single doors with concealed hinges

■ Double doors with concealed hinges

■ Fixed screens

■ Room dividers

Configurations Available

Handles
■  Fixed handle in black 

■ Full length ‘channel’ handle in black 

Internal Steel Look Door Dimensions  
■  Single Door Frame up to 1000mm wide x 2600mm high

■ Double Door Frame up to 2000mm wide x 2600mm high   

■ Frame depth front to back 30mm  

■ Double doors interlock sightline 93mm

Colour

RAL 9005 Black Matt Powder Coated Aluminium

1. 57mm Interlock sightline 
2. Frame depth 30mm front to back
3. 25mm Black glazing bars 
4. 8mm Toughened single glazing
5. Black handle 
6. Discreet door-stop 
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Hinged single 
door with 
fixed screen

A
This art deco design is 

also available with  
a back plate look. 

BHD30

BHD30



Optional Extras
■  Full length black ‘channel’ handle 

■  Lock box in between two transoms with black handle

■  Glazed top light above single doors, double doors and fixed frames 

INTERNAL DOORS, FIXED SCREENS AND ROOM DIVIDERS  

Hinged double doors

Hinged double doors and fixed screen to the left and rightRoom divider

Hinged single door

BHD30
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INTERNAL SLIDING DOORS  
AND PIVOT DOORS

Internal sliding doors Internal sliding doors 

Standard Specification
■ Black matt powder coated aluminium

■ Slim aluminium sightlines

■ Full length black ‘channel’ handle 

■ 8mm toughened single glazing 

■ Suitable for residential and light commercial

Optional Extras
■ Soft-close option for Sliding doors 

■ Glazed top light 

Dimensions
■ Single sliding door up to 1200mm wide x 2600mm high

■ Double sliding door up to 2400mm wide x 2600mm high

Internal pivot doors 

Colour

RAL 9005 Black Matt Powder Coated Aluminium

Dimensions
■ Single pivot door up to 2200mm wide x 2600mm high

■ Double pivot doors up to 4400mm wide x 2600mm high
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EXTERNAL HERITAGE DOORS,  
FIXED SCREENS AND BIFOLDING DOORS  

Standard Specification
■ Black matt powder coated aluminium

■  Lever handle to lead door with multi-point locking 
and three keys

■ Hidden finger bolt to open secondary door

■ Slim Aluminium Sightlines

■ Internally beaded, 28mm double glazing  

■ U-Value of 1.4 W/m2K 

■ Hinged single doors

■ Hinged double doors 

■ Fixed screens

■ Room dividers

Configurations Available

Hinged double doors with fixed screen, opening window and fixed top 
lights Lever handle to lead door and hidden finger bolt to secondary door Hinged double doors

Hinged single door

1. 57mm Interlock sightline 
2. Frame depth 70mm front to back
3. 28mm double glazing, internally glazed 
4. Black lever handle 
5. Hidden fingerbolt to secondary door 
6. Top lights
7. Side lights with opening windows 
8. Fixed glazing 
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57mm 

Handles
■  Black lever handle as standard

External Steel Look Door Dimensions  
■  Single Door Frame up to 1100mm wide 

■  Double Door Frame up to 2000mm wide  

■  Maximum Height 2500mm 

■  Frame Depth 70mm  

■  Interlock sightline – double doors 114mm

Colour

RAL 9005 Black Matt Powder Coated Aluminium
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EXTERNAL HERITAGE DOORS, FIXED SCREENS AND  BIFOLDING DOORS 

Choose from our most popular designs

A B C D

E

Optional Extras
■  Kick Plate to base of hinged doors

■  Additional horizontal or vertical bars

■  Toplights

■  Fixed screens 

Hinged double doors

Lever handle to lead door and hidden finger bolt to secondary door

Bifolding doors

REYNAERS CF68 BIFOLDING DOORS QUOTE/ORDER FORM
ALL FRAMES VIEWED FROM OUTSIDE

PAGE           OF

1200MM PANE WIDTHS AVAILABLE AS STANDARD

Door max width (mm)

STEP 1  DOOR SIZE

PANEL HEIGHT MAX 2.4M 1 2 3 4 5 6

MAXIMUM WIDTH 1.20m 2.60m 3.70m 4.90m 6.10m 7.00m

SELECT

STEP 2  SELECT GLAZING - HEIGHT (M) X WIDTH (M) = SQM

28mm Toughened Low E

Panel Width Max 1.2m

Select Unglazed

Panel Width Max 1.2m

Laminated Toughened

Panel Width Max 1m

Triple Glazed Toughened

Panel Width Max 1m

Door
Height

mm
Door
Width

mm
Calculate

sqm
mm

STEP 4  CONFIGURATION

Doors Opening Outwards Inwards

Viewed from outside the doors slide from Left Right

cannot be opened from outside.

Type 5-5-0 Type 6-1-5 Type 7-1-6Type 6-3-3

Type 7-2-5 Type 7-3-4 Type 7-7-0

Printed colours are for representation purposes only and will vary slightly from paint colours

STEP 3  STOCK COLOUR OPTIONS

Internal External

HANDLE COLOUR OPTIONS   select colour

Anthracite
RAL 7016

Marine 
Grade 
Anodized
Available in
any colour
option

Black
RAL 9005 RAL 9016

Black
RAL 9005

White
RAL 9016

White
RAL 9016

Anthracite
RAL 7016

Anthracite
Grey GoldBlack White Satin Silver Chrome

Type 2-1-1 Type 3-1-2 Type 5-1-4 Type 5-2-3Type 4-1-3Type 3-3-0Type 1-1-0

Type 4-2-2 Type 4-4-0Type 2-2-0

Type 6-2-4Type 6-6-0

Trickle vent in sash
NOT to building regs Trickle vent to building regs Refurb New Build

REYNAERS CF68 BIFOLDING DOORS QUOTE/ORDER FORM
ALL FRAMES VIEWED FROM OUTSIDE
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1200MM PANE WIDTHS AVAILABLE AS STANDARD

Door max width (mm)

STEP 1  DOOR SIZE

PANEL HEIGHT MAX 2.4M 1 2 3 4 5 6

MAXIMUM WIDTH 1.20m 2.60m 3.70m 4.90m 6.10m 7.00m

SELECT

STEP 2  SELECT GLAZING - HEIGHT (M) X WIDTH (M) = SQM

28mm Toughened Low E

Panel Width Max 1.2m

Select Unglazed

Panel Width Max 1.2m

Laminated Toughened

Panel Width Max 1m

Triple Glazed Toughened

Panel Width Max 1m

Door
Height

mm
Door
Width

mm
Calculate

sqm
mm

STEP 4  CONFIGURATION

Doors Opening Outwards Inwards

Viewed from outside the doors slide from Left Right

cannot be opened from outside.

Type 5-5-0 Type 6-1-5 Type 7-1-6Type 6-3-3

Type 7-2-5 Type 7-3-4 Type 7-7-0

Printed colours are for representation purposes only and will vary slightly from paint colours

STEP 3  STOCK COLOUR OPTIONS

Internal External

HANDLE COLOUR OPTIONS   select colour

Anthracite
RAL 7016

Marine 
Grade 
Anodized
Available in
any colour
option

Black
RAL 9005 RAL 9016

Black
RAL 9005

White
RAL 9016

White
RAL 9016

Anthracite
RAL 7016

Anthracite
Grey GoldBlack White Satin Silver Chrome

Type 2-1-1 Type 3-1-2 Type 5-1-4 Type 5-2-3Type 4-1-3Type 3-3-0Type 1-1-0

Type 4-2-2 Type 4-4-0Type 2-2-0

Type 6-2-4Type 6-6-0

Trickle vent in sash
NOT to building regs Trickle vent to building regs Refurb New Build

REYNAERS CF68 BIFOLDING DOORS QUOTE/ORDER FORM
ALL FRAMES VIEWED FROM OUTSIDE
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1200MM PANE WIDTHS AVAILABLE AS STANDARD

Door max width (mm)

STEP 1  DOOR SIZE

PANEL HEIGHT MAX 2.4M 1 2 3 4 5 6

MAXIMUM WIDTH 1.20m 2.60m 3.70m 4.90m 6.10m 7.00m

SELECT

STEP 2  SELECT GLAZING - HEIGHT (M) X WIDTH (M) = SQM

28mm Toughened Low E

Panel Width Max 1.2m

Select Unglazed

Panel Width Max 1.2m

Laminated Toughened

Panel Width Max 1m

Triple Glazed Toughened

Panel Width Max 1m

Door
Height

mm
Door
Width

mm
Calculate

sqm
mm

STEP 4  CONFIGURATION

Doors Opening Outwards Inwards

Viewed from outside the doors slide from Left Right

cannot be opened from outside.

Type 5-5-0 Type 6-1-5 Type 7-1-6Type 6-3-3

Type 7-2-5 Type 7-3-4 Type 7-7-0

Printed colours are for representation purposes only and will vary slightly from paint colours

STEP 3  STOCK COLOUR OPTIONS

Internal External

HANDLE COLOUR OPTIONS   select colour

Anthracite
RAL 7016

Marine 
Grade 
Anodized
Available in
any colour
option

Black
RAL 9005 RAL 9016

Black
RAL 9005

White
RAL 9016

White
RAL 9016

Anthracite
RAL 7016

Anthracite
Grey GoldBlack White Satin Silver Chrome

Type 2-1-1 Type 3-1-2 Type 5-1-4 Type 5-2-3Type 4-1-3Type 3-3-0Type 1-1-0

Type 4-2-2 Type 4-4-0Type 2-2-0

Type 6-2-4Type 6-6-0

Trickle vent in sash
NOT to building regs Trickle vent to building regs Refurb New Build

External hinged single and double doors will always feature a minimum of two transoms to house the locking mechanism. 
Additional transoms and mullions are available on request. 

F

Bifolding Door Opening configurations

BHD70
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HERITAGE WINDOWS

Features
■ Black powder coated aluminium

■ Black handles

■ Slim flush profile

■ PAS 24 security 

■ 28mm double glazing

■ 70 frame depth front to back 

■ Internally glazed 

■  Suitable for use in residential and light commercial  
environments

Options
■ Side hung or top hung windows

■  36mm Glazing option,  U-Value  
1.2 W/m²K (0.7 centre pane value)

■ Externally glazed

Dimensions
Side hung max width 750mm
Side hung max height 1400mm 

Top hung max width 1400mm
Top hung max height 1400mm 

BHW60
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GLASS PIVOT AND HYBRID PIVOT DOORS

Optional Extras for Glass Pivot Doors and Hybrid Pivot Doors (not included in standard specification): 

Wood effect finishes

T885  
Carbon

T890  
Corten

T905  
Copper

T915  
Ice Touch

T920  
Concrete Dark

T925  
Concrete Light

Subject to additional charge.

T630 T631 T510 T850 T800 T820 T895 T900 T830

T835 T855 T860 T865 T870 T875 T880 T910 T930

T885  
Carbon

T890  
Corten

T905  
Copper

T915  
Ice Touch

T920  
Concrete Dark

T925  
Concrete Light

Subject to additional charge.

T630 T631 T510 T850 T800 T820 T895 T900 T830

T835 T855 T860 T865 T870 T875 T880 T910 T930

T630 T631 T510 T850 T800 T820 T895 T900 T830

T835 T855 T860 T865 T870 T875 T880 T910 T930

Designer finishes

T885  
Carbon

T890  
Corten

T905  
Copper

T915  
Ice Touch

T920  
Concrete Dark

T925  
Concrete Light

Subject to additional charge.

T630 T631 T510 T850 T800 T820 T895 T900 T830

T835 T855 T860 T865 T870 T875 T880 T910 T930

T885  
Carbon

T890  
Corten

T905  
Copper

T915  
Ice Touch

T920  
Concrete Dark

T925  
Concrete Light

Subject to additional charge.

T630 T631 T510 T850 T800 T820 T895 T900 T830

T835 T855 T860 T865 T870 T875 T880 T910 T930

T915
Ice Touch

T920
Concrete 
Dark

T925 
Concrete 
Light

T885 
Carbon

T890 
Corten

T905
Copper

Standard Hybrid Pivot Door Specification Includes:

■  Single or Double Doors
■  Automatic GU Slamshut locking system
■  External handle: Crypto                                                    
■  Internal handle: Silver Plate lever handle  
■  Single RAL colour with matt or textured finish,  

same colour inside and outside 
■  Marine Grade powder coated finishes and hardware    
■  Laminated triple glazing – clear or satin
■  Safety cylinder with 5 keys 
■  Concealed GEZE door closer 
■  Drop down weatherseal
■  3mm aluminium skin                   
■  Maximum door height 3000mm

HYBRID PIVOT DOORS

1035

GLASS PIVOT DOORS

Standard Glazed Pivot Door Specification Includes:

■  Single or Double Doors with or without horizontal bars
■ Automatic GU Slamshut locking system
■  External handle: 1800mm Offset Round Pullbar                                                    
■ Internal handle: Silver Plate lever handle  
■  Single RAL colour with matt or textured finish,   

same colour inside and outside 
■  Marine Grade powder coated finishes and hardware    
■  Laminated triple glazing – clear or satin

■  Safety cylinder with 5 keys 
■  Concealed GEZE door closer 
■  RC3 security
■   U-Value of 0.76 W/m2K 
■  Drop down weatherseal
■  1.5mm aluminium skin                   
■  Maximum door height 2500mm

Maximum height and width of top lights and side lights is dependant on overall weight.

1030

■ Laminated triple glazed side panel - clear or satin

■ Triple glazed top light – clear or satin 

■  Wood effect or designer colour/finish e.g. Dark Concrete  
or Oak per side  

■ Different colour inside and outside (dual colour) 
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Internal Aluminium Doors
■ Hinged single doors

■ Hinged double doors

■ Internal screens

■ Sliding doors

■ Pivot doors

■ Internal security doors 

External Aluminium Doors 
■ Heritage single doors

■ Heritage double doors 

■ Heritage bifolding doors

■ Aluminium sliding doors

■ Aluminium bifolding doors 

■ Spitfire front doors 

■ Spitfire pivot doors

■ Glass pivot and Hybrid pivot doors 

Windows
■ Heritage windows

■ Aluminium windows 

■ Tilt and Turn 

Flat Rooflights

Curtain Walling

Mustang Doors
5 Snape Road
Macclesfield
Cheshire
SK10 2NZ

w: mustangdoors.co.uk
e: sales@mustangdoors.co.uk
t: 0330 555 3276
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Art Deco and Bauhaus are complimentary styles of product design that flourished across the world in the 1920s and 
1930s. These movements have influenced the design of buildings, bridges, ocean liners, furniture, and everyday 
objects like the wireless and vacuum cleaners.

Art Deco got its name from the 1925 International Exhibition of Modern Decorative and Industrial Arts in Paris. Art Deco 
combined modern styles with fine craftsmanship and rich materials. During its heyday, it represented luxury, glamour, 
exuberance and faith in social and technological progress. The Empire State Building, Chrysler Building, and other skyscrapers of 
New York City built during the 1920s and 1930s are monuments to the style. At that 1925 Exposition, architect Le Corbusier wrote 
that practical objects such as furniture (or windows) should not have any decoration at all; his conclusion was that "Modern 
decoration has no decoration"

The Bauhaus architectural movement seamlessly dovetails with Art Deco, because it champions synthesized fine arts, crafts, 
design, architecture and technology. Promoting rational, functional design that embraces a ‘form follows function’, ‘less is more 
ethos’, born in the immediate aftermath of WW1.  

Bauhaus Architectural Limited is proud to be bringing these fabulous design concepts back to life, through the medium of  
high-specification aluminium.

MUSTANG
DOORS


